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Englisch

Hard conversion jaws
serration/tongue & groove ground

Conversion jaw type AD 10

Conversion jaw type AD 50

Conversion jaw type AD 30

Conversion jaw type AD 80

 ■	To mount top jaws to chucks with different master jaw dimensions
 ■	Simply copy and fax to: +49 (0) 7542 3886 
 ■	Download from www.smw-autoblok.de

Dimensions
Serration chuck side (please mark)

mm

Serration jaw side (please mark)

mm mm
mm mm

Chuck manufacturer
Chuck type + Size

Dimensions
Serration chuck side (please mark)

mm

Serration jaw side (please mark)

mm mm
mm mm
mm mm

Chuck manufacturer
Chuck type + Size

Dimensions
Serration jaw side (please mark)

mm mm
mm mm
mm mm
mm

Chuck manufacturer
Chuck type + Size

Dimensions
Serration chuck side (please mark)

mm mm
mm mm
mm mm
mm

Chuck manufacturer
Chuck type + Size

Fine serration on both sides.
The conversion jaw has a slot so that it can match different bolts patterns.

Tongue and groove on the chuck and fi ne serration on the jaws.
T-nuts and bolts are special according to the existing top jaws.

Tongue and groove on the jaw and fi ne serration the chuck.
The size and position of the holed D are depending on the existing T-nuts.

Fine serration on both sides.
T-nuts and bolts are special according to the existing top jaws.

ALB 505 016510 M5 5 10

ALB 510 016508 M5 10 10

ALB 515 016509 M5 15 10

ALB 605 016513 M6 5 10

ALB 610 016511 M6 10 10

ALB 615 016512 M6 15 10

ALB 620 017602 M6 20 10

ALB 805 017603 M8 5 13

ALB 810 016514 M8 10 13

ALB 815 016515 M8 15 13

ALB 820 016516 M8 20 13

ALB 825 081191 M8 25 13

GM 820 010182 M8 x 20 GBK 140
GBK 160
GBK 200
GBK-2G 170
GBK-2G 200
GBKS 200
GBKB 210

GM 1225 015524 M12 x 25 GBK 250
GBK 260
GBK 315
GBK-2G 250
GBK-2G 315
GBKS 250
GBKS 315
GBKB 315

GM 1230 010207 M12 x 30 GBK 400
GBK-2G 400
GBKS 400
GBKB 400

GM 1645 010448 M16 x 45 GBK 500
GBK 630
GBK-2G 500
GBK-2G 630
GBKB 500
GBKB 630
GBKB 800
GBK-B-2G 630
GBK-B-2G 800

GM 2045 082498 M20 x 45 MFG 630
GF 820 084331 M8 x 1 x 20 MFG 160

MFG 200
GF 1230 087603 M12 x 1.5 x 30 MFG 250
GF 1235 087733 M12 x 1.5 x 35 MFG 315
GF 1640 086405 M16 x 1.5 x 40 MFG 400
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Stop pins

Jaw mounting bolts
for base jaws type GBK, GBK-2G, GBKS, GBK-B, 
GBK-B-2G, MFG

 SMW-AUTOBLOK Id. No. G H SW
 Type

Type Id. No. G x Length SMW-AUTOBLOK
Base jaws

Stop pins ALB

Jaw mounting bolts

 ■	  Screw ISO 4762, Class 12.9
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